
24' ROAD WAY

TYPICAL 24' SECTION
NTS

CL

3' 6'6'7'2'

WATER AND STORM SEWER
TO BE PLACE ON SOUTH AND 
WEST SIDES OF ROAD

SANITARY SEWER TO BE PLACE ON 
NORTH AND EAST SIDES OF ROAD

WATER
STORM
SEWER

SANITARY
SEWER

FACE OF CURB

FACE OF CURB

WATER AND STORM SEWER
TO BE PLACE ON SOUTH AND 
WEST SIDES OF ROAD

WATER

VARIES

SANITARY SEWER TO BE PLACE ON 
NORTH AND EAST SIDES OF ROAD

TYPICAL 28' OR 32' SECTION
SANITARY
SEWER

NTS

STORM
SEWER

28' OR 32' ROAD WAY

LC

6'3'7'

PL

P.U.E.

0.5'

SIDEWALK PLANTER STRIP

SIDEWALK

0.5'

PL

PLANTER STRIP

SIDEWALK/PLANTER STRIP TYP. BOTH SIDES OF STREET

SIDEWALK/PLANTER STRIP TYP. BOTH SIDES OF STREET

13'10'

13'10' 
P.U.E.

DEPARTMENT
1924 COUNCIL STREET 

FOREST GROVE, OR 97116
P.O. BOX 326

ENGINEERING 

7.5'5'

7.5'5'
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